
P R O D U C T  D E S C R I P T I O N
Our ultra-low disturbance reaction wheels feature an advanced lubrication system for long life and vibration isolation. 
With more than 2,000 wheels manufactured and hundreds on-orbit, our reaction wheels have supported missions
ranging from very low Earth orbit to cislunar and interplanetary journeys.

Made in the U.S. and applicable for DOD applications.

H E R I T A G E
Our reaction wheels are operating on-orbit, supporting numerous successful customer missions. To date, we have more 
than 500 BCT Reaction Wheels on orbit. Thorough testing in vibration, thermal, and radiation hardening have made the 
Blue Canyon Reaction Wheel a highly dependable product for satellite systems at our minimum lifespan of five to ten 
years, depending on wheel size.

D E S I G N
Brushless DC motors, ultra-smooth bearings, and an advanced lubrication system ensures low jitter performance, and 
long life for your mission. 

W A T E R F A L L  P L O T
Waterfall plots (radial, axial, and moment) are generated for each reaction wheel characterizing the micro-vibration 
produced by the wheel and available as an option to customers upon delivery. 

K E Y  A D V A N T A G E S
• High-accuracy observer-based control design
• Low jitter with fine balance available
• Wheel Life Test ongoing
• High torque-to-speed ratio

B A S E L I N E  D E L I V E R A B L E S
• User Manual
• Interface Control Documentation
• Command & Telemetry Handbook
• Functional and Performance Test Results
• Certificate of Conformance (Flight Units Only) 
• Static and Dynamic Unbalance values per wheel
• Environmental Testing Results (Flight Units Only)
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M E C H A N I C A L  I N T E R F A C E

0.500 Nms 1.0 Nms 4.0 Nms 8.0 Nms

0.025 Nm

2.0 rad

0.06 Nm 0.25 Nm 0.25 Nm

0.86 kg 1.1 kg 3.2 kg 4.4 kg

< 6 W < 14 W < 10 W < 10 W

21.3 W 81.1 W 168 W 168 W

1.1 W 4.0 W 5.6 W 5.6 W

2.8 W

200 Hz

RS-422

32.7 W 110 W 110 W

22 - 34 VDC
28 - 34 VDC (full performance)

22 - 34 VDC

110 x 110 x 38 mm 110 x 110 x 54 mm 170 x 170 x 70 mm 190 x 190 x 90 mm

  

  

S T A T I C / D Y N A M I C  
U N B A L A N C E  ( S T A N D A R D )

-20°C to +60°C

-30°C to +70°C

> 40 Krad

< 6 g-mm / 
< 180 g-mm^2

< 3 g-mm / 
< 90 g-mm^2

< 6 g-mm / 
< 300 g-mm^2

< 8 g-mm / 
< 500 g-mm^2  

C O N T R O L  A C C U R A C Y
A T  M A X  T O R Q U E

  

M A X  T O R Q U E   

 

   

P R O T O C O L

P E A K  R E G E N E R A T E D  
P O W E R

C O N T R O L  R A T E

E L E C T R O N I C S Integrated

> 10 years

GEVS Qualification ProfileV I B R A T I O N  Q U A L I F I C A T I O N

O P E R A T I N G  
T E M P E R A T U R E

S U R V I V A L  
T E M P E R A T U R E

S Y S T E M  R A D I A T I O N  
H A R D N E S S  ( S i )

D E S I G N  L I F E

C O N N E C T O R  T Y P E 12POS (sockets) Micro-D
21 pin: M83513/13-C01NW

2550 Crescent Drive 
Lafayette, CO 80026

B L U E C A N Y O N T E C H . C O M Scan to learn more
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P R O D U C T  D E S C R I P T I O N
Our ultra-low disturbance reaction wheels feature an advanced lubrication system for long life and vibration isolation. 
With more than 2,000 wheels manufactured and hundreds on-orbit, our reaction wheels have supported missions
ranging from very low Earth orbit to cislunar and interplanetary journeys.

Made in the U.S. and applicable for DOD applications.

H E R I T A G E
Our reaction wheels are operating on-orbit, supporting numerous successful customer missions. To date, we have more 
than 500 Blue Canyon Technologies Reaction Wheels on orbit. Thorough testing in vibration, thermal and radiation 
hardening have made the Blue Canyon Reaction Wheel a highly dependable product for satellite systems at our 
minimum lifespan of five to ten years, depending on wheel size.

D E S I G N
Brushless DC motors, ultra-smooth bearings and an advanced lubrication system ensures low jitter performance and 
long life for your mission. 

W A T E R F A L L  P L O T
Waterfall plots (radial, axial and moment) are generated for each reaction wheel characterizing the micro-vibration 
produced by the wheel and available as an option to customers upon delivery. 

K E Y  A D V A N T A G E S
• High-accuracy observer-based control design
• Low jitter with fine balance available
• Wheel Life Test ongoing
• High torque-to-speed ratio

B A S E L I N E  D E L I V E R A B L E S
• User Manual
• Interface Control Documentation
• Command and Telemetry Handbook
• Functional and Performance test results
• Certificate of Conformance (flight units only) 
• Static and Dynamic Unbalance values per wheel
• Environmental testing results (flight units only)

REACTION 
WHEELS



D I M E N S I O N S

M A X  M O M E N T U M

P O W E R  A T  
Z E R O  M O M E N T U M

S U P P L Y  V O L T A G E

P O W E R  A T  
M A X  M O M E N T U M

P E A K  P O W E R

M A S S

R W p 0 1 5 R W p 0 5 0 R W p 1 0 0
P E R F O R M A N C E

E L E C T R I C A L  I N T E R F A C E

E N V I R O N M E N T A L  C O N D I T I O N S

M E C H A N I C A L  I N T E R F A C E

0.015 Nms 0.050 Nms 0.100 Nms

0.004 Nm 0.007 Nm 0.007 Nm

0.13 kg 0.24 kg

2.0 rad

0.33 kg

< 1 W < 1 W < 1 W

5.5 W 9 W 9 W

0 W 0 W 0 W

0.88 W 0.82 W 0.9 W

RS-422

10 - 14 VDC

42 x 42 x 19 mm 58 x 58 x 25 mm 70 x 70 x 25 mm

 

  

S T A T I C / D Y N A M I C  
U N B A L A N C E  ( S T A N D A R D )

-20°C to +60°C

-30°C to +70°C

> 40 Krad

< 1.2 g-mm / 
< 20 g-mm^2

< 1.2 g-mm / 
< 20 g-mm^2

< 1.5 g-mm / 
< 20 g-mm^2 

C O N T R O L  A C C U R A C Y
A T  M A X  T O R Q U E

 

M A X  T O R Q U E  

 

  

 

P R O T O C O L

P E A K  R E G E N E R A T E D  
P O W E R

C O N T R O L  R A T E

E L E C T R O N I C S DCE

> 5 years

GEVS Qualification ProfileV I B R A T I O N  Q U A L I F I C A T I O N

O P E R A T I N G  
T E M P E R A T U R E

S U R V I V A L  
T E M P E R A T U R E

S Y S T E M  R A D I A T I O N  
H A R D N E S S  ( S i )

D E S I G N  L I F E

C O N N E C T O R  T Y P E Nano receptacle 
A29400-031

2550 Crescent Drive 
Lafayette, CO 80026

B L U E C A N Y O N T E C H . C O M Scan to learn more
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